PURE CAR AUDIO
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Max & 2,750 w

/ / M/ / / / RMS power 2500w
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Subwoofer size
Max power
RMS power
Impedance

Fs Serie/ Parallel
Sensitivity
Voice coil
Mounting depth
Magnet

Cone

Weight

15"

T000 w

2000 w

1+ 1 Chm

53,5 Hz / 60,983 Hz
48,8dB/91,5dB
FJ'USA Flat Wire
194 mm

300 oz

Mon pressed paper
243 Kg

Subwoofer size
Max power
RMS power
Impedance

Fs Serie/Parallel
Sensitivity
Voice coil
Mounting depth
Magnet

Cone

Weight

127

7000 w
2000w
1+10hm

63,2 Hz / 55,541 Hz

R7,3dB /87,5 4B
3"USA Flat Wire
180 mm

300 oz

Non pressed paper

22,75 Kg

15"

7.000 w

2,000 w

2+ 2 0hms

57,5 Hz /54,282 Hz
90,8 dB / 90,7 dB

3" USA Flat Wire
194 mm

300 oz

Non pressed paper
243 Kg

12"

7.000 w

2.000 w

2+ 2 Ohms

65,23 Hz / 66,63 Hz
6,9 dB / 87 dB
3" USA Flat Wire
180 mm

300 oz

Non pressed paper
22,75 Kg

HEINUNMBERIBINE]
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© 5K-I5%

Subwoofer size 15"
" Max power * . 5.500 w
. RMS power = - © 1500w
. I.:;uptltdan& * 4+ 4 Ohms
. " Frequency 30 He - 1.400 Hy
* Sensitivity - ' - 89 dB
.Voice coil . i Y arccaw
Mﬂentiﬂg :]cpth‘ : 232 mm
«  Msgnet : . 2330z -
' :Cone = Non pressed paper
* Weight s IR0 Kg |

5K-12 -

127
5500w
¥ l_Sﬂﬂ w
4+ 4 Ohms
40Hz-1.300Hz .
* 8644B
* 3"CCAW -
2hmm «
. 2330z
Nort prf:!:sm:l papes - '
_1?,?5 Kg




DESIGNED TO DESTAROY THE LIMITS!!
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12"

F.500 w

1.000 w

4 44 Ohms

60 Tz - 1500 1=
86,5 dB

Copper wire

164} i

: 140 oz
Non pressed paper
\ 10,32 Kg







Subwoofer size
. I‘"Hx‘pp_wer iF 0 1:000 w
. RMS power . 250w
; Amyg ol fe iV U4 O hmesy |
L _‘Fttquenc_!r'_' ¥ *§ 40 He -1.500 Hz
1] Sensitivity Y, gl 91 dB
“ Yoice cailv . '1.5'?._(.:9Pp1:1' wirc
Mounting depthe ¥ S 124 0
e 7\ L Nan e ata
Weight | gt MR
b i

-

44| Subwgofer size
g Vs };&"[;I'J;__puﬂrcr_ )

Mount
Cone

Weight




VH[={o]o) 17

Max power : O A.000w
RMS power. Py g - 250w
Impedance g~ MO e 8087, T 4 Ohrigg
Sensitivity ' s ' 01 dB
Voicegoil . 1,3 Coppes wire
Box Magerial. " 7 Buit io 18 mm MBI
Cone 1 A Non presséd pager
Sizes YL 410 %515 x 390 niim
With sound mau[nnnn cotton to optimized the
low frequenéics.

} ,r'The portis rm.mdef:'_ forberter results.

Sw. =1 :'Ff : : : #t:
With tuumlmsufahun cottom to upt:m.m &E g
low ﬁequem:me



CRAZY
CRZ 50

Wooler size 327
Max power 8.750w
BMS power 2500w
Impedance 4 + 4 Ohms
Frequency 40 Hz - 500 He
Sensitivity 104 dB
Voice coil 6" Copper wire
Mounting depth 340 mm
Magnet 810 oz
Cone Non pressed paper
Weight 100 Kg

ERZ:Cl

6.000 w

1.700 w
Impedance 4+ 4 Ohms
Frequency 65 Hz - 600 Hz
Sensitivity 48 dB
Voice coil 4" Copper wire
Mounting depth 234 mun
Magnet 172 07,

Weight i '1'3:1{5 g




Woofer size
Max power
RMS power
Impedance
Frequency
Sensitivity
Voice coil
Mounting depth
Magnet

Cone

Weight

Woofer size
RMS power
Frequency
Sensitivity
Voice coil

Muunti.ngl_l'eﬂ_:ﬁ‘

Magnet

Cone

"‘e'i"l.:ight

Woofer size

ERZ318

3.250w

1.500 w

4 + 4 Ohms

70 Hz - 600 Hz
95 dB

4% L-?L'rp]‘mﬂ:' wire
191 mm

123 oz

Mon pressed paper
12 Kg

CRZ3IS

15
4.200 w

1.200 w

4+ 4 Ohms

80 He -700 Hz

' 92 dB
8 Copper wire
168 mm

87 oz

Non p:‘vzssc-:‘ paper
9 Kg

—3
3500w
1000w

4 4.4 Ohms

A0 Mz - EMIH?

93 dB

3" Copper wire
127 mm

Non pressed paper
) :“:-.‘]': Kg




Size
Max power

RMS power

“ Copper wire
85 mm
MNon pressed paper

Size

Max power 025 w
RMS power 250 w
Impedance 4 Ohms
Frequency 120 Hz - 110040 Hez
Sensitivity 93 dB
Voice coil 2" Copper wire
Mounting depth 80 mm

Cone MNon pressed paper



RMS power 300 w
Impedance 4 Ohms
Frequency 80 Hz - 1.800 Hz
Sensitivity B Y B

Voicecol SRR .
lﬁ : hm pth o 200 mm

hj -u_-:,:....pi--- i bi2 oz

Non presset paper

".‘.f:‘"ﬁ

MBRIE
0%

MBI,

Size 124
Max power 950 w
RMS power 375 w

Impedance N 4 Ohms
Frequency '?5317_!2. - 1-.1[313 Hz

Sensitivity W dB
Voice eoil AR C-.’"ipi]:r wire
Mounting depth 119 mm
Magnet - 53 0z

Cone Non pressed paper

Size 8"
Max power 500w
RMS power 200 w
Impedance 4 Ohms
Frequency 150 Hz - 1.800 Hz
Sensitivity 9% dB
Voice coil 2" Copper wire
Mounting depth 79 mm
Magnet 14 oz

Cone MNon pressed paper




Size

Max power
RMS power
Impedance
Frequency
Sensitivity
Voice coil
Mounting depth
Magnet

Cone

GOL100

500w

200 w

4 Ohms

90 Hz - 4.500 Hz

97 dB

2" Capper wire

108 mm

35 o2

Paper $eloth surround

Go=120

Size
Max power 625w
RMS power 250w
Impedance 4 Ohms
Fﬁ:qu:nr.‘}" 80 Hz - 1.100 He
Sensitivity 99 dB
Yoice oail 2" Copper wire
Mounting depth 123 mm
Magnet 40 oz
Cone Paper + cloth surround
G108
Size 107
Max power 500w
BMS power 200 w
Impedance 8 Ohms
Frequency 90 Hz - 4500 -
Sensitivity 94 dB
Voice coil 2" Copper wife
Mounting depth 108 min
Magnet 35 J@

Cone Paper + cloth surround’




Size

Max power
RMS power
Impedance
Frequency
Sensitivity
Voice coil

Mounting depth

Magnet
Cone

Size
Max power
RMS power
Impedance
Frequency
Se nsitiviky
Vaice coil
Mounting depth
Magnet

:-.Eﬂl'lﬂ

150w

, 8 Ohms-
180 Hz - 4.000 Hz
Y5 dB
1,5° Cuppl:i."v_ﬂi'r;-.
83 mm
0oz
Paper + cloth surround '

GUz80

375w

150 w

4 Dhms

180 Hz - 4.000 Hz

98 dB

1,5" Capper wire

83 mm

3oz

Paper + cloth surround

GO"68

kyich

- Max pover

RMS power
Frequency
Sensitivity
Voice coil
Mounting depth
Magnet

Cone

GilgES)

250 w

100 w

4 Ohms

250 Hz - 5.000 Hz
97 dB

1,5" Copper wire
72 mm

30 o

Paper + cloth surround




DRIVERS

SD-MONSTER | SUsMUNSITER

625 WV MAX POVVER 250 VvV RMS i v Diameter x height 200 x 84 mm

Voice coil Diamerter 4"
a8 0 : Throat Diameter 27(50 mm)
Max power 625w
A ke RMS power 250 w
| "mpe:iantl! 8 Ohms
Frequency 500 Hz - 8.000 Hz
Sensitivity 110 dB
Weight 7Kg
T p
ML T PR ] LY ¥
e |
84 mm
i
200 mm =

HiHz650]

Aluminum port (high perfarmance).
To use with super-driver 50-MONSTER.

Sizes: 156 x 156 x 131 mm




5D-9900

wownwy kipus.es

Silg9300),

Diameter x height 170 x 65 mm
Voice coil Diameter 283"
Throat Diameter 2"(50 mm)
Max power SO0 w
RMS power 200 w
Impedance 8 Ohms
Frequency 450 Hz - 19.000 H=
Sensitivity 111 dB
Weight 5 Ky

= ~ 170 mm - e

HEz650]

Aluminum port (high performance).
To use with super-driver 50-8300.

Sizes: 196 x 1896 x 125 mm




DRIVERS

S8500

Voice coil Diameter 2"
* Throat Diameter 17 (25 mm)
/ N Max power 2500w
RMS power 100 w
‘_( Impedance 8 Ohms

’ Frequency 700 Hz - 7.000 Hz |
/ > Sensitivity 106 dB

A

\
A
i
¥

%

(¥

Hiz2 00 Hiz 100,

ABS port. ABS port.
To use with S13-8500, To use with SD-8500.
Sizes: 151,5x151,5x 253 mm Sizes: 160x 142 x 103 mm

REC-MONSTER - Replacement spare part for SD-MONSTER
REC-3300 - Replacement spare part for S0-330(0
REC-8500 - Replacement spare part for S0-8500
REC-7500 - Replacement spare part for ST-7a00
REC-5500 - Replacement spare part for ST-0500
REC-B00 NED - Replacement spare part far ST-6000 NEO



W EEIERS

ST=75 00

4,5" Titanium tweeter - UNTT

Voice coil Diameter "
Max power 375w
RMS power 150 w
lfnpedam:c 8 Ohms
Frequency 2.500 Hz - 18.000 Hz
Sensitivity 107 dB

OlF=r=10/0)

3" Titanium tweeters - PAIR

Voice coil Diameter i
Max power 200 w
RMS power 100 w
lf“P“d‘“"“ 4 Ohms
Frequency 2.500 Hz - 19.000 H=
Sensitivity 103 dB

GI=6000

2,5 *Titanium tweeters - PAIR

Voice coil Diameter 1"
Max power 250 w
RMS power 100w
Impedance 4 Ohms
Frequency 3.500 Hz - 200000 Hz

Sensitivity 106 dB




HL] SERIES - HI-END

Hi-End 3-way speaker system.

6,5" woofers with aluminum basket, butyl rubber surround, fiberglass

cone and high-grade ferrite magnet.

3.5" midranges with aluminum basket, butyl rubber surround, fiberglass

cone and neodimium magnet. Voice coil 0.78" copper wire.

2" gilk rweeters, with aluminum basket, silk dome, Voice coil 17,

Passive 3-way hi-end filters with 3 dB, 0 dB and -3 dB tweeter adjustment.
Crossover frequency woofer 730 Hi, mid LFYHFE 730 Hz - 6 kHz, tweeter 6 kHe.
Frequency response 56-20 kHz 130w rms / 260 w max. 4 Ohma.




6,5" wooler with aluminum basket, butyl rubber surround, fiberglass 3,5" midranges with aluminum basket, butyl rubber surround,
cone and high-grade ferrite magnet. fiberglass cone and neodimium magnet. Voice coil 0.78" copper wire..
4 Ohms. 80w rms / 160 w max. (UUNIT) 4 Ohms. 30 w rms / 60 w max. (PAIR)

2" silk dome tweeters, with aluminum basket, voice coil 1%

4 Ohms. 20 w rms /40 w max. (PAIR)

Passive 2-way hi-end filters with 3 dB, 0 dB and -3 dB Passive 3-way hi-end filters with 3 dB, 0 dB and -3 dB.
tweeter adjustment. (PAIR) tweeter adjustment, (PAIR) '

i



HRU:6'3

6,5" 3 way component.

3,5" Neodymium extraflat midrange.
1,75" silk tweeter.

HF & Mid cur 0dB/-3dB.

Max power 450 w
RMS power 180w
Impedance 4 Ohms
Frequency 60 He - 20 kHz=
Sensitivity 88 dB
Mounting depth 65 mm

HRO:63

Size 6x 973 way
Max power 500 w
RMS power 125w
Impedance 4 Ohms
Frequency 40 Hez - 20 kHe
Sensitivity 90 dB
Mounting depth 88 mm

HRO6S

G572 WAy component.
1,75 silk tweeter.

HF cut +3dB/0dB/-3dB.

Max power
RMS power
Impedance
Frequency
Sensitivity
Mounting depth

A75 w

125 w

4 Ohms

75 Hz - 20 k=
88 dB

65 mm




1,757 silk tweeter.

HF cur +3 dB/0dB/-3dB.

Max power 360 w
RMS power 120 w
Impedance 4 Ohms
Frequency 75 Hz - 20 kHz
Sensitivity 88 dB
Mounting depth 54 mm

HRsME

6,5" midwoofers (PATR)

BMS5 power 100 w
Impedance 4 Ohms
Frequency 120 Hz - 6 k=
Mounting depth 65 mm

PREOZEZ

2 way crossovers (PAIR).
] Cross frequency 800 Hz - 3,5 kHz.
12 dB/Oct. crossover.
Adjust HF: 0/-3 dB

M —




Size

Max power
BMS power
Impedance
Frequency
Sensitivity
Mounting depth

bize

Max power
RMS power
Impedance
Frequency
Sensitivity

Mounting depth

6x 973 way
400 w

20w

4 Ohms

55 Hz - 22 kH=
88 dB

79 mm

6,57 2 way component
350 w

75w

4 Ohms

90 Hz - 20 kHz

88 dB

51 mm



Size 6,5" 2 way

Max power 325w
RMS power Hw
Impedance 4 Ohms
Frequency 70 Hz - 20 kHz=
Sensitivity 87 dB
Maounting depth 59 mm

MGz502,

Size 5" 2 way
Max power 225w
BMS power 50w
Impedance 4 Ohms
Frequency B0 Hz - 20 kH=
Sensitivity 87 dB
Mounting depth 51 mm

MGz40C

Size 4" 2 way
Max power 160w
FMS power 35w
Impedance 4 Ohms
Frequency 100 Hz - 20 k=
Sensitivity 87 dB
Mounting depth 49 mm

MGz3000

Size 1,75" high quality tweeters
Max power 125w
I BMS power 60 w
Impedance 4 Ohms

Frequency 2.500 Hz - 20 kHz




RMS power

Mounting depth

Mzl

5" 2 way coaxial marine
200w

50w

4 Ohms

80 Iz - 20 kI=

54 mm

MzE0C

Size 67 2 way coaxial marine
Max power 260 w
RMS power 65w
Impedance 4 Ohms
Frequency 60 He - 20 kHz=
Mounting depth 64 mm




Digital sound processor with 6 channel input and 8 channel output

05286 X4

THE PERFECT COMPONENT TO ADJUST THE SOUND SYSTEM
ASYOU LIKE

High-level input to connect the speakers dircetly, and RCA signal input.

Independent phase control per channel: O / 180°.

Mute control for each channel.

Cut - Off frequency from 20 Hz to 22 kHez.,

Variable Q factor from 0,26 o 15,

Up to 12 memories (6 memories at the PC and 6 memories at the hardware.

INPUT CONTROL
Up to 31 equalizer bands adjustment from - 15 dB to + 15 dB for each input.
gy 1241824136748 dB foct Gain input control: -60 dB w + 6 dB.

OUTPUT CONTROL
Up to 10 parametric frequency cut-off for cach output.
- Grain ouput control -60.dB to +15 dB.
Size: 100 x 40 x 160 mm Frequency cut selectable: full range, high pass,low pass and bandpass.
Cut-off slope sclectable: 6 /12 / 18/ 24 / 36 /48 dB / oct

High-level input to connect the speakers directly, and RCA signal input.
Independent phase control per channel: 0/ 1809,

Mute control for each channel. o L/ |

Cut - Off frequency from 20 Hz to 22 kI 1z BSP 42@
Variable () factor from 0,26 to 15.

Up to 12 memoaries (6 memories at the PC and 6 memories at the hardware.

INPUT CONTROL 6/12/18/24 dB/ oct
Up to 4 equalizer bands adjustment from - 15 dB 1o + 15 dB for each input.

OUTPUT CONTROL

Up to 9 parametric frequency cut-off for each output.

Frequency cut selectable: full range,high pass,low pass and bandpass. - :

Cut-off slope selectable: 6 /12 /18 /24 dB / oct Sizes: 89 x 28 % 120 mm

= 4 /372 WAY ACTIVE CROS50VER.
r:E-SEE x Front input and Low Rear input.
' ' : Built-in subwofer crossover {low/rear in)
- Low pass 12 dBfoct @ 250 He/150 Hz/ 80 Hz/Flar.
-Subsonic filter: 20 Hz/ 30 Hz/ 40Hz/ Flat.
‘Variable phase shift function: 0/180°,
‘Bass boost function 25 Hz to 110 Hez 0 to +12 dB: 60 He.

Mid-way crossover (front in)
- High pass 12 dB/oct @ 250 H2/150 He/ 80 H/ Flat,
* Low pass 12 dB/oct @ 4 kHz/ 2kH=/ 1,2 kIT=/ Flat.

H igh way crossover (front in)
‘High pass 12 dB/oct & 250 Hz/ 150 Hz/ 80 Hz/ Flat.
* Variable phase shift function: 0/180e,

Sizes: 155 x 28 x 238 mm

Maximum output voltage > 9 v rms,

Maximum input voltage > 4 v rms, Flar {full T:‘ll}gtjl output.

Signal to noise ratio > 90 dB. Level control for flatlowrear,mid and high outputs.
'[]'1'{[ < 0.02 %, Sterea/Maono mode for front input.



FURIOUS

ESz7000

Monoblock amplificr

- Sensitivity 0,2 - 8 w.

- Frequency response 20 Iz - 300 Hz.
* L/R Separation > 40 dB.

- LPF40 Hz - 300 Hz.

* Subsanie filter 15 Tz - 50 He,

- Bassboost - 12 dB.

* 7.000 w rms @1 Ohms

+ 4 500 w rms @ 2 Ohms

- 2,800 w rms @ 40hms

Sizes: 693 x 58 x 242 mm,

ESz3600,
Meonoblock amplifier
- Sensitivity 0,2 - 8w,
« Frequency response 20 Hz - 300 Hz.
* L/R Separation > 40 dB.
- LPF 40 Hz - 300 Hz.
» Subsonic filter 15 Hz - 50 Hz.
* Bassboost 0 - 12 dB.
+ 3.600 wrms @ 1 Ohms
- 2800w rms @ 2 Ohms
+ 1.650 w rms @ 40hms

Sizes: 512 x 58 x 242 mm.

&

.
[ ]

T
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HAMMERZ8I55,

Monoblock digital full-range amplifier with double
fan cooling system.

+1.980 w rms a 4 Ohms (12,6v).

*3.125 wrms a 2 Ohms (12,6v).

<4050 wrmsa 1l Ohm (12,6v).

- 4,860 wrmsa 1 Ohm (13,8 v).

5130 wrmsal Ohm (14,4 v).

Sizes: 320 x 70 x 230 mm.

i '
. s
(17

HAMMER SERIES are the monoblock full-range most efficient.
Haye 92% efhciency at 4 Ohms 10 He.

Double fan eooling system.

Low pass frequency crossover with 1x10 range 50 Hz - 15 kHe.
High pass frequency crossover with 1x5 range 10 Hz - 500 He.
Bass boost @ 45 Hz 0-12 dB.

Frequeney response 10 Hz - 15 kHz ( + /-1dB ).

THD continuous @ 4 Ohms, 100 Hz < 0,7%.

Input sensitivity variable 200 myv -8 v ( + /-5% )

HAMMEHZ151574

Monoblock digital full-range amplifier with double

fan cooling system. g ' " Loy

2 R i a 7
- 3075w rms a 4 Ohms (12,6v), " 1 1‘—‘ ':!!_*-; ?f
“5:030 w rms a 2 Ohms (12,6v). (L } i
w650 w rms a 1 Ohm (12,6v). e

- 8100w rmsa 1 Ohm (13,8 v).
«8.575 wrmsal Ohm (14,4 v).

Sizes: 410 x 70 x 230 mm.

HAMMER-13K7




CARBONO

CARBONOz1800

Monoblock digital linkahle amplifier
with double fan cooling system.

- MOSFET power supply.

- Bass hoost and subsonic filter,

: 24 dB/oct low pass filter,

- 1 Ohms stable ¢ircuits,

* Phase shift and gain control.
“THD < 0,2%,

* Signal to neise ratio > 100 dB. |
- Max power 4.5000w.
= 1.800 w rms a 1 ©@hm. |

- 1.100 w rms a 2 Ohm.
=675 wrmsa 4 Ohm.

Sizes: 400 x 62 x 230 mm.

EFARBONO:2600

Monoblock digital linkable amplifier
with double fan cooling system.
- MOSFET power supply.

- Bass boost and subsonic hlter.
= 24 dB/oct low pass filter.

1 Ohms stable circuits,

- Phase shift and gain control,

- THD < 0,2%.

* Signal to noisc rafio > 100 dB.
- Max power 6.600 w.

= 2600 wrms a1l Ohm.

* 1.560 w rmsa 2 Ohm.

- 910 wrms.a 4 Ohm.

Sizes: 530 x 62 x 230 mm

NS . IS . . .




ENERGY;4160

Four channel AB class amplifier with four fans.

With high pass filter, low pass filter and handpass filter.
Double layers PCR,

- Sensitivity 200 my - 8w,

- Frequency.response +/= 2dB 10 H= - 30 kHz.

«THD. < (,135%.

+ Signal to noisc ratio > 90 dB.

- 4 x 240 w rms @ 2 Ohms.

- 4 x 160 w rms @ 4 Ohms,

* 2 x 490 w rms @ 4 Ohms bridge.

Sizes: 440 x 54 x 229 mm

ENERGYdc 2l

Four channel AB class amplifier with four fans,

g VWith high pass filter, low pass filter and hmﬂpaﬂs flter.
I Double layers PCB;

* Sensitivity 200 mv - 8v.

+ Frequency response +/- 2dB 10 Hz - 30 kHa

“THD < (,15%.

+ Signal to naise ratio > 90 dI.

‘4% 340 wrms @ 2 Ohms.

&4 x 220 w rms @ 4 Ohms.

- 2 x 640 w rms @ 4 Ohms bridge.

Sizes: 483 x 54 x 229 mm

ENERGYsI2O0

Monoblock 1D class amplifier with four fans,
Double layers PCB.

Low pass filter 35 Hz - 300 He.

Subsonic filter 10 Hz - 50 He.

Basshoost @ 45 T1z 0-18 dB.

* Sensitivity 200 my - By +/- 5%.

* Frequency response +/- 1dB 10 Hz - 300 Hz.
- THD 4 Chms < 0,10%.

* Signal to noise ratio > 95 dB.

-1 % 2.400 w rms @ 2 Ohms (Linkable/dual mono)
=1 x 1200w rms @ 1 Ohms.

*1x 720 wrms @ 2 Ohms.

-1 %450 w rms @ 4 Ohms.

Sizes: 320 x 54 x 229 mm




400

Five channel power amplifier.

- MOSFET power supply.

- (Gain control,

- Bass boost and subsonic filtes
~Liow pass and high pass filter.
- Max power 2.950 w,

-4 x 75w+ 1 x 200 w rms at 4 Ohms.
‘ In:‘le]mnﬂﬂﬂ_v subwoofer input.

Sizes: 220 x 51 x 340 mm

INITRB3750]0]

Meonoblock power amplifier.

- MOSFET power supply.

- (Gain contral,

- Bass boost and subsonic filter.

- Low pass filter and phase shift.
* Max power 2.000 w.

*1x 750w rms at 1 Ohm.

-1 x 475 w rms ar 2 Ohm,

-1 x 300 w rms at 4 Ohm.

Sizes: 320 x 220 x 51 mm,

INITRU4110

Four channel power amplifier.

- MOSFET power supply.

- Bass boost filter.

- Low pass and high pass filter.

+ 2 Ohms stable circuits (Steren).
* 4 Ohms bridgeable.

- (Gain contral.

¢ Max power 2,300 w.

-4 x 180 w rms at 2 Ohm,

-4 % 110 w rms at 4 Ohm.

*2 x 360 w rms at 4 Ohm bridged.

Stzes: 2200 % 51 x 340 mm.

*4x 110w + 1 x 350w rms at 2 Ohms.




NITRUz480

Four channel power amplifier.

* MOSFET powcer supply.

- Bass boost filter.

- Low pass and high pass filter,

- 2 Ohms stable circuits (Srerco).
* 4 Ohms bridgzeable.

- (Gain control.

: Max power 1.700 w.

4 x 125 w rms at 2 Ohm.

- 4 x 80 w rms at 4 Ohm.

+ 2% 240 w rms at 4 Ohm bridged.

Sizes: 220 % 51 x 320 mm.

NITRU2E60

Two channel power amplifier.

- MOSFET power supply.

* Bass boost fileer,

* Low pass and high pass filter.

- 2 Ohms stable circuits (Steren),
=4 Ohms bridgeahle.

+ (Gain control.

* Max power 850 w.

“2x125w rms at 2 Ohm.

2 x 80 w rms at 4 Ohm.

<1 x 240 w rms at 4 Ohm bridged.

Sizes: 220 x 51 x 260 mm.

NITROSHO,

10" Extraflat active subwoofer.

Specially designed to install it in reduced spaces,ideal to place
underseats.

* RMS power 250 w.

* Frequency response 30 - 160 He.

* RCA input and high input,

* Wired remote for gain control.

Sizes: 370 % 55 % 275 mm.



SMART & POWER SUPPLY

SMARTZISH,

Digital monofonic mini amplifier D class.
» (Gain control.

* Phase adjustment (180 - 0=),

* Subsonic fileer (10 - 50 Hz).

* Low pass adjustment (20 -200 Hz)
+ Sensitivity (6 - 0,2 v).

1% 500 w rms @ 2 Ohms,

+1x 350w rms @ 4 Ohms.

- Remote wire input and output.

Sizes: 223 x 35 x 105 mm

SMART4E0

Digital four channel mini amplifier D class,
- (Gain control,
- Bass hoost filter (0-12 dAB)
* Rear filter of low pass, full and high pass.
* Front filter of high pass.
- Sensitivity (6 - 0,2 v).
* RCA input and high input.
* Remote wire input and output.
- Activation without remote for
high input (AUTO-5TART).
*4x 9 wrms @ 2 Ohms.
=4 x ) w rms @ 4 Ohms.
* 2% 180 w rms @ 4 Ohms at bridged.

Sizes: 213 x 35 x 105 mm

Fower supply 220v AC to 12v DC 100 amps.
With EMC circuit {compatibility protection circuit
electromagnetic).
Self-adjusting intelligent output for charging acid and AGM barteries
with adjustable cutput of 10 - 16 v,
Linkable, which allows the link of up to four units for
ZEL MOre POWer.

Stackable desipn with fat lid.
PLI00 €= Output for Sﬂbgauge power cable.
. Built with short circuit protection, thermal protection
and against current overloads,

LENEALE WA LR SYSTEm

INTELLIGENT CHARGE FUNCTION FOR ACID AND AGM BATTERIES
—————————————————.



SOUNDRPABDOE

LNHED) JaREY]

Sound-deadening material to reduce neise and vibration which

are filtered into the vehicle interior. Contains 5 self-adhesive plates
of 46 x Blcm and the thickness is 2,1mm. Composition: 2mm of
butyl rubber and 0,1mm of gold foil.

[N

Sound-deadening material to reduce noise and vibration which are filtered
into the vehicle interior. Contains 5 self-adhesive plates of 46 x 80cm and
the thickness is 2,1mm. Compesition: 2mm of butyl rubber and 0,1mm
aof gold foil.

IINZ20ORTS]

sound-deadening material and thermal insulation to reduce noise,
vibration and keep the temperature stable inside the vehicle.
Material of butyl rubber with high adhesion strength, coated
in one of its faces with sibver foil and a layer of soft foam.
Contains 5 self-adhesive plates of 46 x 80em, And a thickness
of 4.5mm. Composition: 1.5mm buty] rubber, 0.05mm silver
foil and 3mm. of smooth foam.
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